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Vigo Home Elevator

Vigo, make your life convenient and elegant

Vigo, your privilege logo

Vigo, a perfect combination of Siemens control technology and
green concept, dedicates every detail to your sweet home. Your
life can be more beautiful.

Vigo, a touch of luxury and far beyond it.

Vigo, your treasure reserve
Vigo delivers an unexpected return on your investment; it raises the market value
of your home, allowing you to enjoy the convenience it provides today and better
financial benefit from higher resale value. It brings the uniqueness to your home
insuring a broad appeal to potential buyers at resale.

Vigo, something more than an elevator

Just like a home appliance, plug into a 220V outlet, you can use it with less than
2kW electricity consumption.
Vigo can definitely be well integrated with your house, you can install Vigo inside or outside
your house, even do not need to bother about the pit or machine room, it is just something
as simple as an air-con installation.
Vigo adds elegance and value to every level, it embellishes your home with its many
available stylish finishes, and can be tailored to blend ideally with the existing interior layout.

Care about you and your families

Vigo has excellent performance in operation noise/vibration, EM interference and safety, it also
equips with vision glass, dim-light and other facilities to serve your families better.

A healthy concern, say No to EM radiation

Passed IEC255 EMC tests, and fully complied with EN12015 and EN12016 standards, Vigo builds up a
heath firewall to keep your family away from electrical magnetic radiation.

Roller shoe patent

Combined shoe linen patent

Control panel patent

Focus on your interests

Small PM machine
Vigo adopts the special designed PM gearless machine, which is only one quarter of your
wash machine size. The machine eliminates motor stator current and resistance wastage
to make its power factor close to 1. Compare to others, Vigo saves 40~70% on your
electricity bill

Control system
Dual-core 32bits military level CPU powers up Vigo control system, provides you a
reliable and stable operation.
Triple close-loop linkage between driving and control system, ensures accurate landing
and no break-down.

Car door lock safety
Vigo equips with car door lock, avoids any possible injuries due to mischievous action.

Automatic rescue device
For your safety, Vigo is armed with backup batteries. Even in black-out, Vigo can still fulfill
its last mission to guarantee your family will not be trapped.

JXV01
Cage is covered with wood pattern
finishing and two sides of the observation
walls. passengers can greatly enlarge
their sight view to brace the nature.

Cage Finishing
Ceiling

Powder coating with flurescent light

Car wall

Wood pattern steel sheet coverage with
mirror stainless steel. Rear and one
side walls in transparent temper glass.

Flooring

Carpet (by customer)

Car door

Hairline stainless steel

Front wall

Wood pattern steel sheet

Car column type COP
Button

S/s braille button with blue illumination

Handrail

Two side stainless steel handrail

Face plate

Mirror stainless steel

JXV02
Exquisite cage is decorated with hairline
panels and mirror strips, brings a comfort
riding environment.

Cage Finishing
Ceiling

Powder coating with florescent light

Car wall

S/s hairline panel with mirror strips

Flooring

Armstrong homogenous PVC tiles

Car door

Hairline stainless steel

Front wall

Hairline stainless steel

Car column type COP
Button

S/s braille button with blue illumination

Handrail

Stainless steel handrail

Face plate

Mirror stainless steel

JXV03
Combined with hairline, mirror and one
full side transparent temper glass wall,
the cage creates a neat and clear riding
space.

Cage Finishing
Ceiling

S/s hairline with flurescent light

Car wall

Hairline stainless steel with rear wall in
transparent temper glass

Flooring

Carpet (by customer)

Car door

Hairline stainless steel

Front wall

Hairline stainless steel

Car column type COP
Button

S/s braille button with blue illumination

Hanrail

Stainless steel handrail

Face plate

Mirror stainless steel
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Functions
●- Standard function; ○ - Optional function.
ID

Function

Description

Spec

1

Auto turn-off car light & fan

When the elevator is not in use for pre-designated period, the light and
ventilation fan in the car are automatically turned off to conserve energy.

●

2

Car emergency lighting

An emergency light will be activated automatically when power failure
occurs.

●

3

Maintenance Operation

Elevator operates at lower speed during maintenance

●

4

Overload protection

This system will activate an audio/visual signal and prevent the elevator
from moving when it is overload.

●

5

Nearest landing operation

In the unlikely event of temporary trouble during operation, the
elevator automatically goes to the nearest floor at low speed to prevent
passengers from being trapped inside.

●

6

Fault recovery due to power
failure

Once power supply recovered, elevator moves to the nearest floor and
restore the normal operation.

●

7

Operating handset

For security reason, main board does not come with display screen and
operation keypad, which are integrated into a operating handset and
provided separately

○

8

Floor no. display char-set

System supports rich of signals, letters and numbers for various floor
number indication

○

9

Micro-leveling operation

Automatic correct of elevator landing level when subjected to varying car
load

●

10

Standby floor setting

A floor can be specified as standby floor, which used in automatic
returning function

●

11

Automatic Returning
Function

After all the calls have been served, the elevator returns to the predesignated standby floor.

●

12

Door vision panel

Car/landing door can be equipment with transparent vision panel to gain
better security and vision.

○

13

Door holding time
adjustment

Door open holding time can be manually adjusted to prolong or shorten
door open time

●

14

Door open at next landing

When door fail to open at certain landing, elevator moves to the next
landing to release passengers.

●

15

Faulty record

Main board can store faulty records for last 20 break-downs with error
codes and trouble-shooting information.

●

16

Hall call self-diagnose

When a hall call button signal keeps ON for more than 20 seconds, the
elevator determines this button is faulty and isolated it from system and
twinkle the button lamination till the button signal is OFF.

●

17

Door operator protection

Includes overvoltage protection, overheat protection, short circuit
protection, earth protection, overload protection, PTC protection,
overspeed protection, door inter-lock protection, a2t temperature
protection, etc.

○

18

Door Close Protection

When the door cannot be fully closed within pre-designated period,
elevator tries to close the door again. If fail to close for more than 6
times, activate the alarm signal and set to faulty mode

○

19

Door status scanning
function

If landing error occurs, system can automatically scan all the landing
door status and locate the fault immediately.

○

20

Traction machine
overheating protection

When the traction machine's operation temperature is higher than
designated value, system alarms and stops operation.

○

ID

Function

Description

Spec

21

Electrical overspeed
protection

By analyzing encoder's feed-back, controller determines whether
the motor runs under overspeed and take the necessary protection
measures to make safe

●

22

Fireman Operation

When the fireman switch is turned on, the elevator returns to the
designated floor and ready for fireman use.

○

23

Fire emergency operation

In the event of fire, the elevator is automatically brought to the
designated floor where it remains inoperative for passenger safety.

○

24

Door open prolong button

When this button on the car operating panel is pressed, the elevator
doors stay open for a pre-set period of time.

○

25

Car call cancellation

This function allows passenger to cancel the car call that is registered
wrongly, by pressing the same button again. It thus eliminates
unnecessary stops.

○

26

Mischievous call
cancellation

When a large number of car calls have been registered for a small
number of passengers, the calls are determined to be mischievous and
are automatically cancelled upon responding to the next car call.

○

27

Overload bypass

When car is fully loaded, it will only responds to car calls and bypass all
hall calls

○

28

Dual light hall call button

Hall call button can illuminate in full and dim light. Before pressing,
button illuminate drizzly; once pressed, button fully light up. Useful for
dark environment.

○

29

Door safety edge

Mechanical safety unit can be provided an installed to both sides of the
car doors. If a passenger makes contact with the safety edge of the
closing doors, the doors immediately re-open.

○

30

Multi-beam door sensor

The multi-beam sensors installed at the edge of the door will kept h
doors open when the sensor path is obstructed.

●

31

Hall lantern

Hall lanterns can be provided instead of hall indicators. (for group
control, hall lanterns will be provided as basic feature)

○

32

VFD indicator

Vacuum fluorescent display (VFD) indicator to show the elevator status
with maximally visual satisfaction.

○

33

Horizontal Indicator

Indicator with face plate is separately and horizontally placed at the top
of entrance or transom instead of incorporated into hall call or COP.

○

34

Automatic voltage regulator

Steadize the power supply voltage fluctuation if the local voltage
fluctuation greater than required value.

○

35

Parking Operation

The elevator can be parked at the designated floor with a key switch

○

36

Automatic rescue device for
power failure

In the event of power failure, the system automatically changes over to
battery power to bring the elevator to the nearest floor.

○

37

Earthquake emergency
operation

When an earthquake is detected, the elevator will stop at the nearest
floor.

○

38

Elevator air-con

Air-conditioner can be equipped into car cage

○

39

UV Anti-virus scanner

A UV-light device can be equiped to kill the cage panel attached virus
and bacteria

○

40

Negative oxygen oin device

The elevator is able to air purifier device to create a clean and pleased
riding environment.

○
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Local Reprentitive

Pictures in this brochure are computer generated; real product may be
slightly different.
Specification and designs are subject to change without prior notice.

